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Special discount will be offered
Please ask to English Service Desk for more the detail.

Recommended Course Regular Course

Please choose a course / 

Please list your preferences for day and time e.g. (3 . Tuesday 1700hrs)

8Wednesday

Portable Toilet / 
Cleaning charge isn't included / 

Generator /  10kVA 100V

Generator /  2kVA 100V

JPY 40,000

JPY 45,000

Map / 

Service crew pass

Other / 

Disposal charge isn't included / 

Notice

Vehicles for which International Driving Permit is valid 

Conditions Category

Motor cycles, with or without a side-car, invalid carriages and three-wheeled motor vehicles with an 

unladen weight not exceeding 400 kg (900 lbs.).

Motor vehicles used for the transport of passengers and comprising, in additon to the driver's seat, at 

most eight seats, or those used for the transport of goods and having a permissible maximum weight 

not exceeding 3,500 kg (7,700 lbs.) Vehicles in this category may be coupled with a light trailer.

Motor vehicles used for the transport of goods and of which the permissible maximum weight exceeds 

3,500 kg (7,700 lbs.). Vehicles in this category may be couplesd with a light trailer.

Motor vehicles used for the transport of passengers and comprising, in addition to the driver's seat, 

more than eight seats. Vehicles in this category may be coupled with a light trailer.

Motor vehicles of categories B, C or D, as authorized above, whit other than a light trailer.

" Permissible maximum weight " of vehicle meansthe weight of the vehicle and its maximum load when   

the vehicle is ready for the road.  

" Maximum load " means the weight of the load declared permissible by the competent authirity of the   

country of registration of the vehicle.  

" Light trailers " shall be those of a permissible maximum weight not exceeding 750 kg (1,650 lbs).

* International Driving Permits MUST be issued the 1949 Geneva Traffic Convention.
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International regulations
Japanese 

regulations

Stop sign

Light signals

Level-crossings with gates

Other level-crossings　

Do not overtake　

Compulsory minimum speed　

Maximum speed limit　

When the intersection has the Stop sign as 

shown, all cars must come to a full stop and 

check in all directions before crossing

You mustn't enter the right side of the road in order 

to overtake another vehicle in zones that have the 

road sign.

It is expressed by " km " not " miles ".

Don't exceed the maximum speed limit which is 

posted on the road signs

Drivers must stop in front of a level-crossing, even if there 

are no stop signs, gates, half-gates or light signals giving 

warning of the approach of trains.They shouldn't  move off 

again until they have ascertained that no train is 

approaching.

199 199 199 199 199 199 199 199

Drivers mustn't change lanes where the lanes are divided by a yellow line (     ). If the lanes are divided by a 

white line and a yellow line parallel to it, the drivers on the side of the yellow line may not cross into the other 

lane (     ).

Drivers are allowed to  cross into the other lane for overtaking (     ).

The meaning of the center lines

Drivers must watch for and give way to pedestrians as they turn onto another road.

Drivers must indicate to pull out from a stationary position, as they are turning, to overtake traffic traveling in the same 

direction, to change lanes and to overtake obstacles on the sido of the road.

Drivers must travel  on the left hand of the road.

These are not common,but are located on some of the rural 

sections of road outside Obihiro and the other towns and the 

other.Vehicles must stop at the stop line and make a safety 

check before proceeding

Red flashing light

Japanese regulations

Green arrow light

Vehicles may proceed in the direction of the arrow.

No Right Turn, Left Turn etc. 

Vehicles must not proceed in any direction other 

than that shown on the sign.

Pedestrian Crossing sign

International regulations
Japanese 

regulations
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If competitors have a special space requirement, additional space is available by JPY30,000 for each 5 x 10m 

with writing down your request on Equipment Order Form (App D) and Fax to Organiser before Wednesday 18 

June.

Additional space

For
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If competitors have a special space requirement, additional space is available by JPY30,000 for each 5 x 10m 

with writing down your request on Equipment Order Form (App D) and Fax to Organiser before Wednesday 18 

June.
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Portable Toilet / 
Cleaning charge isn't included / 

Generator /  10kVA 100V

Generator /  2kVA 100V

JPY 40,000

JPY 45,000

Map / 

Service crew pass

Other / 

Disposal charge isn't included / 

Additional space
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Special discount will be offered
Please ask to English Service Desk for more the detail.

Recommended Course Regular Course

Please choose a course / 

Please list your preferences for day and time e.g. (3 . Tuesday 1700hrs)

8Wednesday

Portable Toilet / 
Cleaning charge isn't included / 

Generator /  10kVA 100V

Generator /  2kVA 100V

JPY 40,000

JPY 45,000

Map / 

Service crew pass

Other / 

Disposal charge isn't included / 

Notice

Vehicles for which International Driving Permit is valid 

Conditions Category

Motor cycles, with or without a side-car, invalid carriages and three-wheeled motor vehicles with an 

unladen weight not exceeding 400 kg (900 lbs.).

Motor vehicles used for the transport of passengers and comprising, in additon to the driver's seat, at 

most eight seats, or those used for the transport of goods and having a permissible maximum weight 

not exceeding 3,500 kg (7,700 lbs.) Vehicles in this category may be coupled with a light trailer.

Motor vehicles used for the transport of goods and of which the permissible maximum weight exceeds 

3,500 kg (7,700 lbs.). Vehicles in this category may be couplesd with a light trailer.

Motor vehicles used for the transport of passengers and comprising, in addition to the driver's seat, 

more than eight seats. Vehicles in this category may be coupled with a light trailer.

Motor vehicles of categories B, C or D, as authorized above, whit other than a light trailer.

" Permissible maximum weight " of vehicle meansthe weight of the vehicle and its maximum load when   

the vehicle is ready for the road.  

" Maximum load " means the weight of the load declared permissible by the competent authirity of the   

country of registration of the vehicle.  

" Light trailers " shall be those of a permissible maximum weight not exceeding 750 kg (1,650 lbs).

* International Driving Permits MUST be issued the 1949 Geneva Traffic Convention.

* 
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International regulations
Japanese 

regulations

Stop sign

Light signals

Level-crossings with gates

Other level-crossings　

Do not overtake　

Compulsory minimum speed　

Maximum speed limit　

When the intersection has the Stop sign as 

shown, all cars must come to a full stop and 

check in all directions before crossing

You mustn't enter the right side of the road in order 

to overtake another vehicle in zones that have the 

road sign.

It is expressed by " km " not " miles ".

Don't exceed the maximum speed limit which is 

posted on the road signs

Drivers must stop in front of a level-crossing, even if there 

are no stop signs, gates, half-gates or light signals giving 

warning of the approach of trains.They shouldn't  move off 

again until they have ascertained that no train is 

approaching.

199 199 199 199 199 199 199 199

Drivers mustn't change lanes where the lanes are divided by a yellow line (     ). If the lanes are divided by a 

white line and a yellow line parallel to it, the drivers on the side of the yellow line may not cross into the other 

lane (     ).

Drivers are allowed to  cross into the other lane for overtaking (     ).

The meaning of the center lines

Drivers must watch for and give way to pedestrians as they turn onto another road.

Drivers must indicate to pull out from a stationary position, as they are turning, to overtake traffic traveling in the same 

direction, to change lanes and to overtake obstacles on the sido of the road.

Drivers must travel  on the left hand of the road.

These are not common,but are located on some of the rural 

sections of road outside Obihiro and the other towns and the 

other.Vehicles must stop at the stop line and make a safety 

check before proceeding

Red flashing light

Japanese regulations

Green arrow light

Vehicles may proceed in the direction of the arrow.

No Right Turn, Left Turn etc. 

Vehicles must not proceed in any direction other 

than that shown on the sign.

Pedestrian Crossing sign

International regulations
Japanese 

regulations
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If competitors have a special space requirement, additional space is available by JPY30,000 for each 5 x 10m 

with writing down your request on Equipment Order Form (App D) and Fax to Organiser before Wednesday 18 

June.

Additional space

For



042

Notice

Vehicles for which International Driving Permit is valid 

Conditions Category

Motor cycles, with or without a side-car, invalid carriages and three-wheeled motor vehicles with an 

unladen weight not exceeding 400 kg (900 lbs.).

Motor vehicles used for the transport of passengers and comprising, in additon to the driver's seat, at 

most eight seats, or those used for the transport of goods and having a permissible maximum weight 

not exceeding 3,500 kg (7,700 lbs.) Vehicles in this category may be coupled with a light trailer.

Motor vehicles used for the transport of goods and of which the permissible maximum weight exceeds 

3,500 kg (7,700 lbs.). Vehicles in this category may be couplesd with a light trailer.

Motor vehicles used for the transport of passengers and comprising, in addition to the driver's seat, 

more than eight seats. Vehicles in this category may be coupled with a light trailer.

Motor vehicles of categories B, C or D, as authorized above, whit other than a light trailer.

" Permissible maximum weight " of vehicle meansthe weight of the vehicle and its maximum load when   

the vehicle is ready for the road.  

" Maximum load " means the weight of the load declared permissible by the competent authirity of the   

country of registration of the vehicle.  

" Light trailers " shall be those of a permissible maximum weight not exceeding 750 kg (1,650 lbs).

* International Driving Permits MUST be issued the 1949 Geneva Traffic Convention.
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International regulations
Japanese 

regulations

Stop sign

Light signals

Level-crossings with gates

Other level-crossings

Do not overtake

Compulsory minimum speed

Maximum speed limit

When the intersection has the Stop sign as 

shown, all cars must come to a full stop and 

check in all directions before crossing

You mustn't enter the right side of the road in order 

to overtake another vehicle in zones that have the 

road sign.

It is expressed by " km " not " miles ".

Don't exceed the maximum speed limit which is 

posted on the road signs

Drivers must stop in front of a level-crossing, even if there 

are no stop signs, gates, half-gates or light signals giving 

warning of the approach of trains.They shouldn't  move off 

again until they have ascertained that no train is 

approaching.
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Drivers must watch for and give way to pedestrians as they turn onto another road.

Drivers must indicate to pull out from a stationary position, as they are turning, to overtake traffic traveling in the same 

direction, to change lanes and to overtake obstacles on the sido of the road.

Drivers must travel  on the left hand of the road.

These are not common,but are located on some of the rural 

sections of road outside Obihiro and the other towns and the 

other.Vehicles must stop at the stop line and make a safety 

check before proceeding

Red flashing light

Japanese regulations

Green arrow light

Vehicles may proceed in the direction of the arrow.

No Right Turn, Left Turn etc. 

Vehicles must not proceed in any direction other 

than that shown on the sign.

Pedestrian Crossing sign

International regulations
Japanese 

regulations
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Drivers mustn't change lanes where the lanes are divided by a yellow line (     ). If the lanes are divided by a 

white line and a yellow line parallel to it, the drivers on the side of the yellow line may not cross into the other 

lane (     ).

Drivers are allowed to  cross into the other lane for overtaking (     ).

The meaning of the center lines


